2. Specification

2-1. GSM General Specification

GSM850 |EGSM 900| DCS1800 | PCS1900 | VCPMA | WCDMA | WCDMA | WCDMA
2100 1900 850 900
Freq.
Band[MHz]| 824~849 880~915 (1710~1785(1850~1910(1922~1977|1850~1910| 824~849 880~915
Uplink/ 869~894 925~960 |1805~1880(1930~1990(2112~2167(1930~1990| 869~894 925~960
Downlink
UL:
UL: UL: UL:
ARFCN _ 0~124 & . . 9612~9888 9755-9538(4132~4233 |2712~2863
range 128~251 975~1023 512~885 512~810 10Dslé.2~ DL DL: DL
9662~9938(4357~4458|2937~3088
10838
Sg;/cﬁ‘rfg 45MHz 45MHz 95MHz 80MHz | 190MHz | 80MHz 45MHz 45MHz
Mod. Bit 270.833 270.833 270.833 270.833
rate/ kbps kbps kbps kbps 3.84Mcps | 3.84Mcps | 3.84Mcps | 3.84Mcps
Bit Period | 3.692us 3.692us 3.692us 3.692us
Time Slot Fran:;:‘.Leng Fran:s'Leng Fran:r?-Leng Fran:s-Leng
Period/ 576.9us 576.9us 576.9us 576.9us 10”'13 10rr'1$ 10n-1$ 10"'15
E;?irgz 4.615ms | 4.615ms | 4.615ms | 4.615ms Slotlength:|Slotlength: |Slotlength: |Slotlength:
0.667ms 0.667ms 0.667ms 0.667ms
Modulation| 0.3GMSK | 0.3GMSK | 0.3GMSK | 0.3GMsk | @PSKHQP  QPSKHQP | QPSKHQP | QPSKHQP
SK SK SK SK
MS Power 33dBm~5d | 33dBm~5d | 30dBm~0d | 30dBm~0d | 24dBm~ 24dBm~ 24dBm~ 24dBm~
Bm Bm Bm Bm -50dBm -50dBm -50dBm -50dBm
Power 5pcl ~ - - - 3(max+24dB | 3(max+24dB | 3(max+24dB | 3(max+24dB
Class 19pcl 5pcl ~ 19pcl | Opcl ~ 15pcl | Opcl ~ 15pcl m) m) m) m)
Sensitivity | -102dBm -102dBm -100dBm -100dBm |-106.7dBm [-106.7dBm |-106.7dBm [-106.7dBm
TDMA Mux 8 8 8 8 8 8 8 8
roel 35Km 35Km 2Km 2Km 2Km 2Km 2Km 2Km
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Specification

2-2. GSM Tx Power Class
TX Power TX Power TX Power TX Power
control GSM850 control EGSM900 control DCS1800 control PCS1900
level level level level

5 33+2 dBm 5 3312 dBm 0 30+3 dBm 0 30+3 dBm

6 31+2 dBm 6 312 dBm 1 28+3 dBm 1 28+3 dBm

7 2912 dBm 7 29+2 dBm 2 26+3 dBm 2 2613 dBm

8 2712 dBm 8 27+2 dBm 3 24+3 dBm 3 2413 dBm

9 25+2 dBm 9 2512 dBm 4 22+3 dBm 4 22+3 dBm

10 2312 dBm 10 2312 dBm 5 20+3 dBm 5 20+3 dBm
11 2112 dBm 11 2112 dBm 6 183 dBm 6 1813 dBm
12 19+2 dBm 12 1942 dBm 7 163 dBm 7 16+3 dBm
13 172 dBm 13 1712 dBm 8 1413 dBm 8 1413 dBm
14 1522 dBm 14 152 dBm 9 124 dBm 9 124 dBm
15 13+2 dBm 15 1312 dBm 10 10£4 dBm 10 10+4 dBm
16 11+£3 dBm 16 11£3 dBm 11 8+4 dBm 11 814 dBm
17 9+3dBm 17 9+3dBm 12 614 dBm 12 6+4 dBm
18 7+3 dBm 18 7+3 dBm 13 4+4 dBm 13 4+4 dBm
19 5+3 dBm 19 513 dBm 14 215 dBm 14 2+5 dBm
15 015 dBm 15 0+5 dBm
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3. Operation

Instruction and Installation

Main Function

Item Description
oS Android V5.1.1 (Lollipop)
RF 2G Quad (850/900/1800/1900) 3G Quad (2100/1900/850/900)
Battery 2,600mAh
Base Band 1.3GHZ, Quad-Core
Other RF A-GPS / BT 4.0 / USB v2.0 / WiFi (802.11 b/g/n)
Camera 8.0 MP Main CAM + 5 MP Sub CAM
LCD 5.0" gHDLCD, 540 x 960
RAM 1GB
Sensor Sensors: Accelerometer, Magnetic, Proximity
Charger: 5V/1A
Accessory Data cable: 2.7pi, 1.2m

Ear phone: 3.5pi, 4pin
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9. Reference Abbreviate

Reference Abbreviate

— AAC: Advanced Audio Coding.

— AVC : Advanced Video Coding.

— BER : Bit Error Rate

— BPSK: Binary Phase Shift Keying

— CA : Conditional Access

— CDM : Code Division Multiplexing

— CI/l : Carrier to Interference

— DMB : Digital Multimedia Broadcasting
— EN : European Standard

— ES : Elementary Stream

— ETSI: European Telecommunications Standards Institute
— MPEG: Moving Picture Experts Group
— PN : Pseudo-random Noise

— PS : Pilot Symbol

— QPSK: Quadrature Phase Shift Keying
— RS : Reed-Solomon

— S| : Service Information

— TDM : Time Division Multiplexing

— TS : Transport Stream
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1. Safety Precautions

1-1. Repair Precaution

Before attempting any repair or detailed tuning, shield the device from RF noise or static
electricity discharges.

Use only demagnetized tools that are specifically designed for small electronic repairs,
as most electronic parts are sensitive to electromagnetic forces.

Use only high quality screwdrivers when servicing products. Low quality screwdrivers can
easily damage the heads of screws.

Use only conductor wire of the properly gauge and insulation for low resistance, because of
the low margin of error of most testing equipment.
We recommend 22-gauge twisted copper wire.

Hand-soldering is not recommended, because printed circuit boards (PCBs) can be easily
damaged, even with relatively low heat. Never use a soldering iron with a power rating of
more than 100 watts and use only lead-free solder with a melting point below 250°C (482°F).

Prior to disassembling the battery charger for repair, ensure that the AC power is disconnected.
Always use the replacement parts that are registered in the SEC system. Third-party replac
ement parts may not function properly.
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Safety Precautions

1-2. ESD(Electrostatically Sensitive Devices) Precaution

Many semiconductors and ESDs in electronic devices are particularly sensitive to static discha
rge and can be easily damaged by it. We recommend protecting these components with cond
uctive anti-static bags when you store or transport them.

Always use an anti-static strap or wristband and remove electrostatic buildup or dissipate
static electricity from your body before repairing ESDs.

Ensure that soldering irons have AC adapter with ground wires and that the ground wires are

properly connected.
Use only desoldering tools with plastic tips to prevent static discharge.

Properly shield the work environment from accidental electrostatic discharge before opening
packages containing ESDs.

The potential for static electricity discharge may be increased in low humidity environments,

such as air-conditioned rooms. Increase the airflow to the working area to decrease the
chance of accidental static electricity discharges.
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6. Level 1 Repair

6-1. S/W installation

6-1-1. Required items in order to install S/W

Installation program: Downloader Program (Odin3 v3.10.5.exe)
Mobile Phone

Data Cable

Mobile device specific S/W: Binary files

¥ Settings

— Data Cable

Mobile Phonelwith Battery)

Data Cable : GH39-01681A
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Level 1 Repair

6-1-2. S/W Installation Program (Downloader program)

B Open up the S/W Installation Program by executing the "Odin3 v3.10.5.exe"

i n s S|

ID:COM

Log Options | Pit

Binary Size Mass DAL

Reset

—— |

("odin3.ini" file should

1. Enable the check mark by click on the following options,
- Check Auto Reboot and F. Reset Time
- Check BL, AP, CP, and CSC Files

ID:COM

Auto Reboot
Re-Partition
F. Reset Time

_G531HXXEDAOF4_CL633475_QB5224211_REV01_eng_mid_noship. tar.md5

=
o

=

_G531HXXEDAOF 4_CL639475_QB5224211_REV01_eng_mid_noship.tar.mds

_G531HXXEDAOF4_CL639475_QB5224211 REV01 eng_mid_noship. tar.md5

=

s
e = (G531HONAOAOF4 CL639475_QB5224211 REVOL eng_mid_noship. tar.md5S
[ Flash Lock uMs
[C17 Flash
[] Phone EFS Clear
[ Phone Bootloader Update
Binary Size | 1012.9B
AutoStart E A
I Start l I Reset l I Exit l

be in the same folder with odin3 v3.10.5.exe)
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Level 1 Repair

2. Enter into Download Mode

2. After confirm the warning message,
Volume UP button press to enter
download mode.

1. Press Volume Down button, OK button,
and ON/OFF Button simultaneously.

( ———— e @

SAMSUNG SAMSUNG

VOLUME
UpP

VOLUME
DOWN

3. Connect the device to PC via Data Cable.
Make sure that the one of communication port [ID:COM] box is pop-up.
The device is now connected with the PC and ready to download the
binary file into the device.

4. Start downloading binary file into the device by clicking Start Button on the screen.
the green colored "PASS!" sign will appear on the upper-left box if the binary file
has been successfully downloaded into the device.
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Level 1 Repair

5. Disconnect the device from the Data cable.

oris | I I I I I I
ID:COM
Files [Download]
Log | Options |pit = =
_G531HXXEDACF4_CL639475_QB5224211_REVOL_eng_mid_noship.tar.mds
I [¥] Auto Reboot

. G5IHIMEDACF4_C1639475_QB5224211 REVO1_ d_noship. tar.md5
Re-Partition = — _Q _t _eng_mid_noship. tar.m;
st _G531HXXEDACF4_CL639475_QB5224211 REVO1_eng_mid_noship.tar.mds I
[l evicelnfo

B [ e ] G531HONADACF4_CL639475_QB5224211_REVD1_eng_mid_noship.tar.mds.
[7] Flash Lock M
[C1T Flash H

[] Phone EFS Clear
[] Phone Bootloader Update

Binary Size 1014.9MB
Autostart [ ~) Db

= —

6. Once the device boots up, you can check the version of the binary file or name
by pressing the following code in sequence;
*#1234%#

Full Reset :
Apps > Settings > Backup and reset > Factory data reset
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Level 1 Repair

6-2 IMEI writing

6-2-1 Preparation
- New IMEI writing Program has been released.
- Supported Model : Models which CAB files are uploaded on HHPsvc INI File

category, instead of ini file.
- Refer to below IMEI writing procedure.

- HIW
Serial Cable
Power
Supply Anyway
JIG
Test Cable
- S/IW

(@ Library Install | To use Daseul, library files should be installed.

Refer to SVC Bulletin

“(11-82) Daseul (New IMEI writing Program) Library Install gui
de rev1.0”

@Launcher DASEUL_SVC_Launcher_v3 0_10 or higher

-Uploaded on HHPsvc Notice

@ Runtime File 1. DASEUL_IMEI_ALL_Runtime_129 r00165 .CAB or higher
-Uploaded on HHPsvc Notice

2. Make ‘ModelName’ folder at the same position with
launcher & Runtime file.
@Model File Copy Model File under the ‘Model Name' folder
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Level 1 Repair

6-2-2 IMEI writing Process

1. Run DASEUL_SVC_Launcher_v3.0.10.exe

.:i}. DASEUL_SVC_Launcher v3.0.10.exe

2. Select Service Mode

o% DASEUL Launcher for Service Ver 3.0.10 =
< Launcher Status > MODE : Service ]
No. Processing Status
1 ::: Start Normal Mode for Service ::: Complete

Select Extract Procass

Runtime

SMD F/T
PBA F/T
Calibration
CAL 2nd
Final Auto
Final 2nd
IMEI
WLAN
GPS

BT

[ MODEL ] - E] System Setting

3. Click |:| and Select folder where the Launcher exists

. DASEUL Launcher tor Servies Vst 3000 x|
e ey —
E | W—__.
I s =
Select Extri
[ mooe!
r DASEULIMEIALL Ryntime.. | 9000165 —
Daseul Libeary Ingtaller 1307154234 (1)
o DASEUL.SVC Launcher.v3.0.10 —
GTA L
r IME| wrisin:
= 'S
ol Local FOTAZ =
r PBASOCTA TEST e
Wark —_——
r HHEY 22 -
= ONRBY apk =
r '
=, aGF): [FHETF —
r A B0 SRR wH | LES

Evesin] | owe |
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Level 1 Repair

4. Select Model

4 DASEUL Launcher for Service Ver 3.0.10 |t G|

< Launcher Status = MODE : Service -

Mo. Processing Status

Select Extrict Process
[ MODEW ] | e System Setting

Runtime

SMD F/T

PBA F/T

Calibration

CAL 2nd

Final Auto

Final 2nd

IMEL SM-AS00F_COMMON(CSC)_IMEI_Ver_3.1.128.2.CAB
WLAN

GPS

BT

Extract & Run Close

5. Check IMEI and click ‘System Setting’

»Once you setup the setting, you don’t have to do it again, unless there is ch
ange. From second run of the IMEI program, check IMEI and click ‘Extract & Run'.

o DASEUL Launcher for Service Ver 3.0.10 @
< Launcher Status > MODE - Service .
I
Ho.  Processing Status

Select Extract Process
[ MODEL ] SM-AS00F - \:{2) System Setting

Runtime SM-G531F Ntime_Ver_3.1.132.0.CA8

SMD F/T
PBAFT
Calibration
CAL 2nd

@ma\ Auto

e

V| IMEL 100181 | SM-AS00F_COMMON(CSC)_IMEL_Ver_3.1.128.2.CAB

SM-G531F_COMMON(CSC)_IME|_Ver_3.1.137.1.CAB

Extract & Run ‘ ‘ Close
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Level 1 Repair

6. Check ‘IMEI Write / IMEI Check’, and click ‘IMElI SVC & Repair Option’

| % Set System Configuration

Set System Configuration Dialog. ..

—Test Process — —Test Condition —System Config. ——————— = ———
[Process] [Master] [Slawe] |~ Calibration Language lm Infllolletl_
SMD FfT - I Real CAL Cycle: on every 'ormation
PBA F/T ] [l |2|:| vl default CALs Line Mame ILINE{temp} e
Calibration - - o ) Hardware
Callbration 240 [~ r Calibration Mode IFDT vl Line Type IlPerson Cell vl Config
ee—
Final Auto - - CAL2nd Mode :  |FOT - ¥ Smart Cloud Cell
Firal Auto 2M Il - - Signal Loss
Final Manual = |l —Eljlnall oF Sianal b Iﬁ # of Phone |1 vl Config.
i Igna! - | ———
IMET Wirite = r PRl RESianalby: | Conduction Start Number P— i
IMET Check ~ r ofur |t
MDL+2nd Ched|_ [~ - - Start Number |1— \ J
MDL Rewark r r Reset Loss Correction Count of Jig
IMEI Read - Il Test Mode ISignaIing vl IP Address 10,244,246.156
{| STA W}:‘t; F F SKD Mode r _—
STA Che _— . )
STA Reset r r —WILAN MultiSharing{CMWS) l_
WLAN r r Test Mode : Iﬁ Developer Made -
GPS I - Advanced Separating(ADS) [ e,
BT r r ~IMEI
WLAN r Use RFSM r \ J
Power DF-0n before WLAN [ Use Second PC [ | | [Operation Condition | (P ——
Bluetooth r Save ODS r Operation RUN [_ a J
LCIA r Merge Felica Cal r Condition | | Seelog |
Merge2G3G BlockRad. [T OQC Reset r .
|BI Reset I— 2 . .
Process Order & IMEI SVC&Repair Option
7. Check '‘SVC , User Ticket No' and click OK
IMEL SVC && Repair Option |. 28 |

[~ FR IN,."A vl ™ Rework IN,."A vl [™ Korean SVC  |Wirite j
WV svc IUSEf Ticket Mo "l [ SELA MIAMI |N,a‘A "l [™ Local FOTA Check

[~ DEVELOPE [” Repair Board [™ svC Factory Reset |
[~ Romania SVC [~ Argentina SkD

[~ Initial PGM{SVC) ™ Turkey

[T ATT Rework ™ Slovakia SVC

™ IMEI Clear{Factory) [” GED 2nd Inspection

[~ Outgeing Inspection Chedk [ sBsC(PBA) SVC

0K CAMCEL
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Level 1 Repair

8. Click ‘Hardware Config’

& Set System Configuration

Sat System Configuration Dialog...

r~Test Process ———————————— ~Test Condition —System Config.
[Process] [Master] [Slave] | Calibration Language IEnglish Yl
SMD FT 1] E Real CAL Cycle: on every
PBA FJT E E 20 7] default cals | | | LineName  [LINE(temp)
Calibration I ] o e }
Calibration 240 [~ &l Calibration Mode @ I,—DT vl Line Type IlPerson Cell Vl
Final Auto | I CALZnd Mode:  |FOT - W Smart Cloud Cell
Final Auto 2ND [T | =™
Final Manual ] = [-Fina : # of Phone I i - l
Supply RF Signal b C C -
IMET Write F poly R Sgnal by [Conduction [ Start Number ]
IMEI Check I | of UI
SyC Board E E i Start Mumber —
Reset Loss Correction Count i I 1
MDL Rework. ] 7] of Jig
IMEI Read ] 54 Test Mode ISigna!:ng 'l IP Address 10.244.246. 165
STA W}:ib;c II: II: SKD Mode B
STA Che b 2
e r E —WLAN MultiSharing(GMVS) [
VLAN il [ Test Mode : I'\'-a'Lan - I Developer Mode [
GRS r r Advanced Separating(ADs) [
BT BE & ~IMEI
WLAN 3 Use RFSM r ke )
Power Of-0n befare WLAN [ Use Second PC " | | [Operation Condition ;
e . r 3 5 \ | EngineFregq. '
Bluetooth 5 Save ODS Operation RUN
LClA E] Merge Felica Cal r \_Condition J | Seelog )
Merge2G3G BlockRad, [ OQC Reset r oK
IBI Reset r : :
IMEI S5VC&Repair Option

Process Order I

9. Click ‘Port Setting’
Hardware Component Configuration

Caontrolier Typa, 10 Bus Type, Port Satting....

rPhone ——————————————————— ~MST5 Sharing Contraller ~DBMS —PBAF(T

Count IE' vI Server !HOME{GUMI} vl Function
Test JIg
Control Type IN.’A vI Type IOu?side-Sockei 'l

NI-DAQ

IF Type [m ~Barcode Reader ——————————— E

TS| ] e

) I 1 Type NjA b HOMI J1G
IF Jig Type = Jrorrmrarag 1| | Robot / ShieldBox ————— -
1F Type iSerlaI coM hd l

Control Type |r.1 /A vI
- Part Setting
[ Use ID Check 71G 1fF Type iSerlaI coMm ]

[ Port SettingJ ~MES PN Sender — | —sMD F/T

-MST§ ————————————— T Power Supply ————————— | Type [ra <] || Tyee N
Count |D ‘*I S B'd Address
IGPIB i 1

IfF Type

Cancel

=
4

il

6-9

Confidential and proprietary-the contents in this service guide subject to change without prior notice.
Distribution, transmission, or infringement of any content or data from this document without Samsung’s written authorization is strictly prohibited.



Level 1 Repair

10. Select Port Number and SAVE

Phone 10 Bus Setting

11.Click OK to proceed

~Test Process ~Test Condition
[Process] [Master] [Slave!{ F‘s:al -l_:m;l-,fc!e: or every
SMD F/T & E I:‘.O - [ default CALs
PBAF/T = E
Calibration = =]
il it G r Callibration Mode ; |Dvnami|: v|
~Einal - [ ETEY
::Iw - - i Signalby | Conduction ~ S‘":P';M 1 _ T:"l“-’.
- 7 - 1P Address 10,244, 114,62 ‘_f.ll_ei'.r.} |
B - ooty
MDL4+2nd Check [~ O Test Signal Mode ¢ ISagﬂahng 'l - LU
MOLRework [~ i} Developer Mode & [ ey .
IMEI Read r & Enliiration
= fg'\
WLAN r Use RFSM [ TG
Power Of-0n before WLAN [T Use Second PC T B e Hand )
Blustooth r Save ODS ]
g
| - — — — \_J s
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Level 1 Repair

12. Click Model Info and OK when pop-up shows

SKU ) DB Serv CellType  1Per
csC N Buyer i PC NO.
IME] Write(M) - IMEI Check(M) Service

m Please Exit & Restart The Program.

0.0 second {Average . 0.0 second)

Total Test: 0, Test Fail: 0 (Rate: 0.0%)

RFSM : Not Use
. H oF: 0(0.0%)
[Re: el [info] Phone0l MBIl UC0Y  [Version Info]  [Fall] Al

mervem] <[ - [
merwumestave) [ <[ [ [ swwem [

mennumary | -1 - [

13. Click OK

ComponentOne’

ComponentOne VSFlexGrid8 {Light)
Version: 8.0.20101.261

This dialog box will not be shown if you recompile
the program using a licensed version of this

Online bttp /A wwewr, componentone, com Check far anline
MNewsgroup Meb store Resellers
For email support. please write to: suppor veflew@cormponentone, com
Contact Us Componentdne Technical
This product included in ComponentOne Studio{tm)
Copyright & 2001, 20010 ComponentOne LLC, &ll rights reserved,
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Level 1 Repair

14. Input SKU_CODE and BUYER, then click Save button.
¢ Refer to HHPsvc—IMEI Review to check SKU Code and buyer

'IMEI Writing ftems e

CSC G531FSEROAOES. | -
PDA ‘G531FXXUOAOES . | ,
Software2 | |
LPD | I
Contents
DMB
SKU_CODE ESM-GEMFXKJ(SEFI‘J
BUYER | SER
Material_Code |
Boot
Fartarm Snfhwara s
I FactorvRasat+Ched -MDL Rework - [~ STA Option
™ Pre T Mant ™ Dor't DB Upl
~ 2ndi I s I pa
=ilo ™ Tiz !
o I™ A
Save Load Cancel

15. Input IMEI Number and click Apply

G T R
U.O second (Average : 0.0 second)

Total Test: 0, Test Fail: 0 (Rate: 0.0%)

Um:-

Phone 01 RFSM : Not Use $ %
o m1nemne0l TG0 [VersionInfo]  [Fail] All

IMEINum | 355273 -[o6 -[ 013273 [+

T 0|F: 0{0.0%)

...

5 [z swwum [
wenNomGare [ [ [ [

ll'= MEPersonal Lock
Lock Setting

Code Field
Metwork UnLock Key
Subset UnLock Key

5P UnLock Key ‘ -
Master Key i

setting(Ete.) || Eto Func Data

[Machine Freq: 100 ms] [ DBMS Type : Outside-\
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Level 1 Repair

16. () Click Start, and input IMEI writing ID and Password —(@jinput Ticket No

O Phone 01

T

Test Stopped

55,1 second (Average - 0.0 second)

Total Test: 0, Test Fail: 0 (Rate: 0.0%
UM ;- 1 -

Phone 01
[Status] Phone01  [Result] Phoned1 [Info] Phone01 fJiLt1a
I 5j1306.kang
IMEINum.| 355972 -[os -[ 013273 [4 w
F a4 [m— |
IMEI Mum(Slave} || 355974 —IE -| 013273 [; SN aenel ! . ELECTRONICS
|| IMEI Num(3rd) ] -l_ _ |‘_ ENTER CODE:  [NONE = LOgITI

[= MEPersonal Lock
Lock Setting
Code Field

=

[/
Metwork OnLock Key ‘
Subset UnLock Key

T 0|F: 0 (0.0%)

User D :

Message @ -

5P UnLock Key
Master Key

:: [One Step]:: | [Machine Freq: 100 ms] [ DBl

17. Connect the phone to Anyway JIG
% When you connect the phone, the phone should be turned off.

After connecting the phone, the phone will be booted automatically.

18. IMEI Writing Proceeding

<OH> ~ [WIR,_Proc] Totsl Masmory Size Comgarm

6 8 wacond (Ruwrage | 0.0 eecond)

.i i. Totsl Tast: . Test Fadl 0 (Fate §.0%)
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Level 1 Repair

19. IMEI Writing Success

Pha

[TEST END]

2150 second {Average 215 € second)

Total Test: 1, Test Fad: 0 (Rate: 0.0%)

RPEM : et Uik
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Level 1 Repair

6-4. RF Calibration

6-1-1. Required items in order to calibrate RF

* Installation program: RF Calibration Program
- Daseul_Launcher_vx.x.xx.exe
- Daseul_CAL_ALL_Runtime_x.x.xxx.X.CAB
- Model File (SM-XXXXX_OPEN_CALIBRATION_VER_x.x.xxx.xx.CAB)
% It is required to use the latest program.

* Mobile Phone * R&S CMW500
* E3632A Power Supply * GPIB Cable (2ea)
* JIG BOX (GH81-11888A) * Adapter (GH81-11888K)
* JIG BOX (5902-002550) * Jig Cable (GH81-10965A)
» Adapter (GH99-38251A) * UART Serial Cable
* 4 Port Divider (GH81-11962A) * 50Q Termination (GH81-11962E, 2ea)
» 1.350 RF Cable (GH81-11459A, 2ea) e Divider RF Cable (GH81-11962B)
GH81-10965A
IF Cable .
7 pin
GH81-11459A
RF Cable
1.35T, Short
- GH81-11962A
4 Port Divider
Use
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% Setting

—o o

Serial Cable

IF Cable

E3632A
Power

Amm———

4 Port Divider -
Divider RF
— _ Cable
50Q Terminati

(da)
A\
%‘l
ﬁ

| BOX B Serial
== Cable
" Anyway:

E3632A

\‘% PowcTr | GPIB
uppy \~ Cable
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6-1-2. RF Calibration Program

1. Run the RF Calibration Program Launcher, 'DASEUL_Launcher_vx.x.xx.exe'.

&% DASEUL_Launcher_v3.0.25.exe
G DASEUL_Runtime_Ver_3.1.144.0.CAB
G SM-GI20F_OPEN_CALIBRATION Ver_3.1.144 8. CAB

2. Check the 'Calibration' menu, and select 'Extract & Run'.

s DASEUL Launcher Ver 3.0.2 S

< Launcher Status =

Mo. Processing Status
1 Start Normal Mode 3 Complete

Select Extract Process

[7]Runtime | DASEUL_Runtime_Ver_3.1.152.0.CAB |

CIsMDFT | |
[IPBAFT | |
Calbration | |r00269 | SM-G531F_COMMON_CALIBRATION_Ver_3.1.152.0|
TTCAL 2nd |
[] Final Auto \
[]Final 2nd

[ IMEI

|

| |

| |

C]WLAN | N |
| |

| |

[1GPs

]8T

|Extract&Run|[| Close |
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3. Check the 'CAL' and open the model file, then select 'Start' button.

e e ——————— T T
quence Files & Login ¥

&= WA [ SM-GEIIF_COMMON_CALIBRATION Ver 31, »|  + [ f EB-
[T > 2TB ¥R 1]

it o ol TEHSM-G531F_COMMON_CALIBRATION Ver_3 1 15 I;\:ls-os-:; Q2 ALTip ENC File |
Deploy Fath 1 CIWDISTWOASELL
LA | =l
© eaAFT | ;J
7 x| —d 3 |
e | =
o £l
I FoaLed | =
I Fmen miras | =]
r IMET | ;J m '
v [ - M OIE N | -~ B0
r oes [ =] MG AT |Sequence Files i+ seq.enc) | i
o | | i
™ S Cofiguration Disiog Farmipson ;  Opaniiee Start
a
Beschson : [1024x 768 »|  Change Permission Exit
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4. Change the Line Type to 'Block Cell' and disable 'Smart Cloud Cell'.

(%

Set System Configuration Dialog...

Set System Configuration

—Test Process —Test Condition —System Config. - \
[Process] [Master] [Slave] | —Calibration Language Im HD[IBI
SMD FfT r r Real CAL Cyde: on every Information
PEA F/T r | Ip_u vl default CALs Line MName ILINE{temp}l e,
Calibration v r o _ Hardware
Calibration N0 [~ r Calibration Mode : IFDT vl Line Type IBInck Cell vl Config
Final Auto r r CALZ2nd Mode :  |FOT - ™ Srmart Cloud Cell N
Final Auto 2ND [ | I Slg:mrlﬂli_:ss

] rFina = of Fh 1 - o .
Final Mahual r r supply RF Signal by Im of Phane I |
IMET Write - | Start Mumber e
IMEIL Check r r - Loss Cal ¥ of UI |1
MDL+2nd Check [~ r i Start Ngmber |1—
MOL Reework r r Reset Loss Correction Count of Jig —_—
IMEI Read - | Test Mode : ISignaIing LI IF Address 10.253.21.130
STA Wﬁii F F SKD Mode r —
STA Che o —
STA Reset r r —WLAN MultiSharing(CMNS) [ MSTS
WLAN r r Test Mode : I'\-'-;'Lan LI Developer Mode I Calibration
GPS | ;] Advanced Separating(aDs) [ [,
BT oo || -
WLAN r Use RFSM [ & End Band J
Power Off-0On before WLAN [ Use Second FC - —Cflperaﬁon Conditinr? —
Bluetooth r Save ODS r Operation RUN wﬂ)
LCIA r Merge Felica Cal r . Condition | |  Seelog | |
Merge2G3G BlockRad. [ 0QC Reset r e
Process Order Bl Reset = IMEI SVC&Repair Option
i
| - - |
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5. Set the GPIB address of MSTS(CMW500) and Power Supply(E3632A) to enter
'Hardware Config' and 'Save'. (Check the GPIB address of equipments in advance)

o

Fml Systern Configuralion Dialog

Set System Configuration

Test Process Test Condition System Config.
[Frooess] Master] [Slave] | - Calbration P——— m
SMD AT r r Rasl Cal Cycle: anevery
PBAF[T r M o =] defair cas LineMame  |LINE(temp)
Calbration ¥ [ A ; -
Calbrafion 24D [ Cahibrabon Mode : |FDT - Line Type ot
Findl Auto E E CALZnd Mod=:  |FOT - ™ Smart Cloud Call
Find auto D [ =
Final Manual & [E el # of Phone |1 'I
Suoply BF Signal by Conduchion | =
IME] Writz E B R feordction =] | || oot maber e
IMEI Check || I ofUT
MCL+2nd Chece [ [l 2 et umbey |7
vt - - Reset Loss Correction Count of Jg 1
TWE] Read B B Test Miorde I"-il_]nﬁill; - TF Address 10,244, 247,23
Z=en B B o0 e -
h g . y
SRy r — VILAN MultiSharing [CMWS) [
WLAN m T i s I"'" & ° Develo per Mode c
cPg r - Advenced SsparstingiaDs) T
BT m N ~IMEL
WLAN r ze AFEM I~
Power Of-0n betars WLan [ Use Second PO & | | OpesatonCondtion
Buetnnih Save D05 [ Operafion RUN
LCIA [ Merge Felica Cal I Condition | Seelog
Merge 233G Block Rad. [ 000 Reset I
—Reescss-Ordor S = IME|_SWC&Repair Option
U = 0 0 (] dll0
Phone —M=TS Sharing Controllsr
Count 1 _'I Count Il:l -
yr-LType [serdcaM  wl| | contralType s =l
METS 10 Bus Setting
LfF-2Typa  |NjA =) | weType Im a
Eari
Fort Setina J| | (Teminal] [ Part Geting |
T o
IF Jig Type IAny'l'l'a-(]g ﬂ - L E“ T
[ ) | 1) |eer :
- Robot / SricdBox e :
MulE Ig CﬂHET‘fPE II_IA.F!_TLhe - Contral Tvpe Im “Let :E
& 1)e2 Fortable I Chack 16 retpe [sedcom ¥ || %
n
@ @ Part Seting 3
ME!
METS A+ Power supply————————— | 1wl
pial 1 ¥ E35324 -
[FTpe  |&B ~|
UFTyee  [GrIB - Pott Setting || coremeier . e
| toTme  [Gedcom ]| 1FTyme  [Fermicom =
For Seting Part Setting Fort Sating
o)
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Set System Configuration Dialog...

—Test Process
[Process]

SMD FjT

PEA F/T
Calibration
Calibration 2ND
Final Auto

Final Auto 2ND
Final Manual
IMEI Write

IMEI Check
MDL+2nd Check
MOL Rework
IMEI Read

STA Write

STA Chedk

STA Reset
WLAN

GPS

BT

WLAN

Power Off-On before WLAN [
Bluetooth

LCIA -
Merge 2G3G Block Rad. [

[Master] [Slave]

e e T e e Y |
o LA e e e e e e e e

Process Order

Test Condition

r—Calibration
Real CAL Cyde: on every

IZU 'I default CALs
Calibration Mode : IFDT vl

CAL2nd Mode : FOT hd
rFinal
Supply RF Signal by IRadiat’Dn 'I
- Loss Cal v

Reset Loss Correction Count

Test Mode : ISignaIing vl

VWLAN

Test Mode : I'\-'-a'Lan vi

—IMEL
Use RFSM

Use Second PC
Save ODS
Merge Felica Cal
OQC Reset

IBl Reset

B R e e

6. Press 'OK' to start RF Calibration after completing all settings.

0

Set System Configuration

IMEI SWC&Repair Option

—System Config. —
Iﬁ Model
Language Korean d Information
Line Name ILINE(temp) e R
Hardware
Line Type Block Cell - Config
™ Smart Cloud Cell )
Signal Loss
# of Phone I 1 - I Config.
Start Mumber s
of UI |1
Start Mumber
of Jig ! =
IP Address 10,253.21,130
SKD Mode r -_—
. . —_——
MultiSharing({CMNS) r MSTS
Developer Mode I_ Calibration
Advanced Separating(2Ds) [ PSS
Setting
End Band
—Operation Condition -
Operation \ RUN Engine Freq.
Condition Seelog |
OK

.& DASEUL - SM-G531F »

HW Ver
SW Ver

Model

PGM Ver DASEU 1520

Process

Calibration(M)

Press [START ALL] Button!!!

Result None

Fail(%)

0.0 second (Average - 0.0 second)

Total Test: 0, Test Fail: 0 (Rate: 0.0%)

Cell Type
PC NO.

Block Cell
NONE

[Info] PhoneQ1

onInfo] [Fail] All

T 0F

Setting

[ Machine Freq: 100 ms ]

¥ |

Etc Fur

Setting(Etc.)
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