ST

Service Bulletin

Product : GSM

Model : SGH-M300

Date : June 22, 2007

SUBJECT : M300 New LCD module

1. Purpose:

- In order to inform repair engineers of information with the form modification and new part code.

2. Background :

- Due to shortage in supply of existing, other LCD is added as new part.
- This Bulletin information is variable to the individual operator or launching regions.

3. The difference between old and new LCD module

Type As-Is (AUO) To be (WINTEK)
Part Code GH96-02667A GH96-02546A
Difference

20 7
2@ REV® .V 'I

NEW LCD has additional marking string with -W.

4. Notice

- There is NO CHANGE of COSMETIC COVER.

- The software version newly released is properly working with both kinds of hardware of M300.

EX) M300Bxxxx

- The hardware is compatible with both LCDs but hareware version has to be changed to matched

with each LCD module.

Type

Matched with AUO

Matched with WINTEK

H/W(PBA) version

MP0.600

MPWO0.600

% When exchanging LCD module or PBA, firstly check if H/W version is matched with LCD module.




5. The way to change H/W version Attached is setup file for
% Use the test cable for M300 (Part code : GH39-00501A) |AGERE_LCDTYPE_CHANGE_REVERSION_WRITER VER1.0

Execute PGM ( AGERE_LCDTYPE_CHANGE_REVERSION_WRITER VER1.0).

Do not input any string, just press 'OK' button.

) LabWindows/CYl Test Executive
File Report Sequence Run Debug Options Help Setup

FEEE e, BRI LoginLevel]  jppgeg 2 i
Goan | [ 00m [T

T3ICVl Test Executive Login

Setup> LCD Typeselect

LabWindows/CVI Test Executive

LCD Conirast
PN Number
H/W Version
BF cal Robot
Bait cal Rohot

Select proper LCD module.

T LabWindows/CVl Test Executive
File Report Sequence Run Debug Options Help Setup

| SiLcD Type Select
Sequarce Dol




File > Open > obj(Folder) > HW REV write.squ

= LabWindows/CVI Test Executive

File Repori Sequence Fun Debug Ootions Melp Setup

Login... Ctriel ]
quence File: Login Level: 1105 Elapsed Time  HW Revision
o Sequence Operatis (6-26-2007 | 0000 MF 1.00
Test Display:| Fail List
Print,.. |
1 EW,.. WobiWHW REV writs. squ
Exit

H};ﬁg}ﬁﬁ*’ [C:#Calibration#fAGERE LCD TVPE_CHECK_REVISION v |

e YR | 9 obj -]« -

Sequence Moved Yarning

The following sequence has moved since it was last saved:
cifCalibrationt AGERE_LCDTYPE_CHECK _REWISION_WRITERMabiHW REY write, squ

Do wou want to update its paths?|se | ect any key(yes or nO) | __j =
=
o |I

Click 'Test UUT' button

i LabWindows/CVYl Test Executive

File Fepori Sequence Run Debug Opfions Help Sefup

AGERE_LCDTYPE_CHECK_REVISION_WRITER(X520_X530)V1.00 (May. 3. 2006)
Sequence Descriplion| Sequence File:| Login Level 141807 Elapsed Time  HW Revision
Jan, 11, 2004 RTC item was deleted, | HW REV write,squ Operator 05-25-2007 00:00 MP 1,00

Segiznce Display] Tost Display! Fail List
Fobot Ready (| E

Application Initial
VertfySupply
TesiMode

Write H/W Revision
Power OFF

Robot End
#pplication Delniti

Ell f
Number of Tests
Stopped - Pass Fal

PASS
Current Test FAIL
[ Stop en Failure Clear Test Status 1

Do not input any string, just press 'OK' button.

Fepo equence Run Debug Options Help Setup

AGERE_LCOTYPE_CHECK_REVISION_WRITER(X520_X530)V1.00 (May. 3, 2006)
Sequence Description:| Sequence File:| Login Level: 122123 Elapsed Time  HW Revision

Jan, 11, 2004 RTC itern was deleted, |~ HW REV write, squ COperator 06-25-2007 00:00 MP 1.00
Sequence Display: GeLDiSS S Fail List

Finbot Feady
Application Initial

¥§!:ﬂ”§j‘y Enter LUT Serial Number:

Unite H/W Revision hdl
Power OFF
FRobot End |
Application Delniti =

3 Murrber of Tests
J Runmng g Pass/Fall

PASS
Current Tesy FAIL
1

% Correct Connection : AUO + MP0.600

WINTEK + MPWO0.600
¥ When WRONG Hardware version upgraded OR connected,

(1) AUO + MPWO0.600 (HW version)

— The brightness of display ismore light than normal status.
(2) WINTEK + MP0.600 (HW version)

— The brightness of display isdarker than normal status

and display of preview mode would be darkness .



